
AB ECO LAM - Gloss 

Product Information

General

'AB ECO LAM Gloss' is a high gloss, super clear, 60 micron top-coated polypropylene lamination film. 
The film and adhesive has built-in UV stabilisers for outdoor use, and is laminated with a high coat weight, pressure-sensitive permanent clear adhesive. 

Suitable for over-lamination of all ink types including UV Inks.

Use as a matching over-lamimate to the AB60 and AB100 ECO PP Print Media
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Product is suitable for

- High gloss over-laminate
- Flat surfaces
- Indoor and outdoor applications
- Dry-wipe
- Anti-graffiti

Product Features and Performance Data

Product Benefits are

• PVC-Free
• 4 year outdoor life
• High gloss finish
• High clarity

Standard Sizes

Widths: 
1300/1370  
Lengths:100m/50m

This information is given as a guideline and due to the wide variation in surface to which this product may be applied the end user MUST carry out suitable testing to satisfy themselves as 
to satisfactory performance. Due to the wide variation in potential surfaces Aquabond cannot accept any responsibility for the adhesive performance in the event of adhesion failure. It is 

the user responsibility to determine by prior testing the products suitability for the intended surface.
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Face Material High Gloss Clear Polypropylene Film 60 µm ± 10

Adhesive  High Coat Weight Permanent Clear Acrylic 40 µm ± 2

Liner PE Kraft 120µm ± 10

Application Temperature 10C to 40C




